Conditioning/Settling tank Site runoff Rectangular trench
(~3.5m by 3.5m)
Slurry wastewater i
Sand bags
Package wastewater treatment system
(~3.5m by 3.5m) .
) Proposed bored piles
Discharge/Reuse < and pile cap
in piling process 3
Bored piling
) machine
Pump pit (~7m by 5m)
Wastewater
Recycled treated effluent T

(a) Bored Piling Site near Local Stream Course within
Works Area at Ngau Hom Shek

Temporary tee-off
bridge (12m by 8m)

Cofferdam

Proposed bored piles

X
|

— Discharge/Reuse in piling process

Q
Q

—>

Temporary access
bridge

Conditioning/Settling tank
(~3.5m by 3.5m)

Package wastewater treatment —
system (~3.5m by 3.5m) _

Bored pilin% machine
(~7m by 5m)

b

(b) Bored Piling in Shallow Water Region
(access through temporary bridge)

Cofferdam

o

/ Proposed bored piles

Conditioning/Settling
Tank (~3.5m by 3.5m)

Package wastewater treatment
system (~3.5m by 3.5m)

Bored piling machine
(~9m by 7m)

Barge (~50m by 20m)

(¢) Bored Piling in Deep Water Region

Discharge/Reuse
in piling process

Cofferdam

Proposed bored piles

A\

(access by barge)

VW R SE AR F O WAL -
Shenzhen Western Corridor and Part of Deep
Eﬁiﬁl P& ;?Frfj 8 EP-162/2003
Environmental Permit Number EP-162/2003

B

Environmental Protection Department

[

TR B SRS DA S 3 e B -

Wastewater Treatment during Bored Pile
Construction at Various Locations

Bay Link
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