
FIGURE 4.3

Type 1 - Open Sea Disposal

Type 1 - Open Sea Disposal (Dedicated Sites)

Type 2 - Confined Marine Disposal

LEGEND

GRAB / VIBROCORE SAMPLING 

RESULTS

S1-1 S2 S3 S4 S5-2 S6 S7 S8 S9 S10

S11 S12 S13(G) S14(G) S15 S17 S18(G) S19 S21 D174

D196 D202 D221 D214 D234 D238 S29(G) S30 D272(G) S32

D298 S34 S35 D320 D330 D337 S40 D355 D362 S44

D374 S47 D378 D381 S50 D386

0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0

0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0

1.9 2.9 2.9 2.9 1.9 2.9 2.9 1.9 1.9 2.9

1.9 2.9 2.9 1.9 2.9 2.9 2.9

2.9 2.9 1.9 2.9 2.9 2.9 2.9 2.9

2.9 2.9 2.9 2.9 1.9 2.9 1.9 1.9 1.9 1.9

1.9 1.9 1.9 2.9 2.9 1.9

1.9

0.9 0.9 0.9

1.9

0.9 0.9

1.9

0.9

1.9

1.9

0.9

1.9

0.9 0.9

1.9

0.9

1.9

1.9

0.9

1.9

sampling depth for corresponding type of sediment

S30

0

2.9

0.9

1.9

station number

existing seabed level

sample termination depth

PROVIDING SUFFICIENT WATER 

DEPTH FOR KWAI TSING CONTAINER 

BASIN AND ITS APPROACH CHANNEL


