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Chapter 7 Figures

Figure 7.7 Outcome Event Tree  

Figure 7.8 Outcome Event Tree (Above Ground LPG Storage Vessels in Exxon Mobil Depot  

Release type Early Ignition Delayed ignition Explosion Outcome Probability

Yes 0.1 Jet fire

0.1
Yes 0.00045 Vapour cloud explosion

Continuous 0.01

Yes

0.05 No 0.04455 Flash fire

No 0.99

0.9 No 0.855 Unignited release

LPG release 0.95

Yes 0.3 Fireball

0.3
Yes 0.0035 Vapour cloud explosion

Instantaneous 0.01

Yes

0.5 No 0.3465 Flash fire

No 0.99

0.7 No 0.35 Unignited release

0.5

Release type Early Ignition Delayed ignition Explosion Outcome Probability

Yes Yes 0.0025 BLEVE

0.1 0.025

No 0.0975 Jet fire

0.975

Yes 0.00045 Vapour cloud explosion

Continuous 0.01

Yes

0.05 No 0.04455 Flash fire

No 0.99

0.9 No 0.855 Unignited release

LPG release 0.95

Yes 0.3 Fireball

0.3
Yes 0.0035 Vapour cloud explosion

Instantaneous 0.01

Yes

0.5 No 0.3465 Flash fire

No 0.99

0.7 No 0.35 Unignited release

0.5

Protection failure on flame jet 

impingement 


