— DSD Desilting Compund

— Proposed Seawall with Pedestrian
Parapet Type 2 (By Others)

—Aboriculture Storage
Bay and Store Room

———Road P2 (Depressed)
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Existing Trees, Shrubs and
Groundcovers

Proposed Trees, Shrubs and
Groundcovers

Cycle Track (By Others)

Promenade / Footpath (By Others)
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JBCPC Footpath
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Footpath
Cycle Track

Cycle Parking Space
(Approx. 75nos. parks in total)

Proposed Trees, Shrubs
and Groundcovers

Proposed Green Roof
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Proposed Slope Planting

NOTE: THIS LANDSCAPE LAYOUT IS PRELIMINARY
DESIGN STAGE FOR INDICATIVE PURPOSE.
THE LOCATION OF COMPENSATORY PLANTING
WILL BE SUBJECT TO FINAL DESIGN STAGE

Proﬁ.)\{nséd fUnderé;’oun-d :
Stormwater Pumping Station~., —

Landscape Deck with Open Space -
above Road P2 Underpass®
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ID No. Operation Phase Mitigation Measures

Compensatory Tree Planting for all felled trees to the
satisfaction of relevant Government Departments. Required
numbers and locations of compensatory trees shall be
determined and agreed separately with Government during the
Tree Felling Application process.

Screen tree planting along the site boundary featuring trees
capable of reaching a height >10m within 10 years. Offsite
screen planting by agreement may also be considered should
space within the site be insufficient.

‘ Slope greening works on all disturbed, new or reinstated
g slopes including trees, shrubs, groundcover and climbers. The

use of unobtrusive colours and tones for all hard elements on
slopes (concrete channels, access stairs, railings, catch pits
etc) including pigmented concrete and paints.

Sensitive design of buildings and structures in terms of scale,
height and bulk (visual weight)

Use appropriate (visually unobtrusive and non-reflective)
building materials and colours in buildings and structures.

Streetscape and highway elements (paving, signage, street
furniture, lighting etc.) sensitively designed in a manner that
responds to the local context, and minimises potential negative
landscape and visual impacts. Lighting units to be directional
and minimise unnecessary light spill.

Greening measures on elevated road sections.

Sensitive design of footbridges, noise barriers and enclosures
with greening (screen planting/climbers/planters) and
chromatic measures.

Additional greening measures for streetscape and building
associated with infrastructure for further development and

opitimization of the overall greening effect with the Project
Area.
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Interchange

' Aésthetic Treatment of
Viaduct Piers

__ Area Reserved for

\Tunnel Operational
\N Vehicles Parking
' _spaces

AGREEMENT No. CE 42/2008 (CE)
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