G.N. 3021

AIR POLLUTION CONTROL ORDINANCE (Chapter 311)
(Notice Published under section 69(3))

Pursuant to section 69(2) of the Air Pollution Control Ordinance, I hereby specify the following classes of work for which an owner is not required to submit an asbestos investigation report or an asbestos abatement plan under section 69(1) of the Ordinance:

Class 1

Maintenance, repair, use, handling or abatement of:

(1) non-woven non-friable asbestos gasket.
(2) asbestos gland packing material in pump, valve, engine and other mechanical plant items.
(3) non-friable asbestos friction products.
(4) corrugated asbestos cement sheet not within a fire site.
(5) asbestos cement water mains maintained by the Water Supplies Department.
(6) asbestos blackboard.
(7) fuse box/switch box containing asbestos containing material.
(8) resilient floor covering not within a fire site, such as:
   (a) vinyl asbestos floor tile;
   (b) sheet vinyl asbestos floor covering; and
   (c) bitumen asbestos roofing felt.

Class 2

Maintenance, repair, handling or abatement of the following materials installed in properties managed by the Hong Kong Housing Authority:

(1) balcony asbestos cement grille panel.
(2) staircase asbestos cement grille panel.
(3) roof asbestos cement insulation tile.
(4) asbestos cement soil stack.
(5) asbestos cement refuse chute.
(6) laboratory asbestos bench-top.

Class 3

Storage or sale of asbestos containing material.

Class 4

Manufacturing process involving asbestos.

Class 5

Transport of asbestos containing material.

6 June 1997 Bowen LEUNG Secretary for Planning, Environment and Lands

G.N. 3022

AIR POLLUTION CONTROL ORDINANCE (Chapter 311)
(Notice Published under section 75(5))

Pursuant to section 75(4) of the Air Pollution Control Ordinance, I hereby specify the following classes of work for which an owner is not required to appoint a registered asbestos contractor to carry out the work:

Class 1

Maintenance, repair, use, handling or abatement of:

(1) non-woven non-friable asbestos gasket.
(2) asbestos gland packing material in pump, valve, engine and other mechanical plant items.
(3) non-friable asbestos friction products.

Class 2

Demolition work involving only resilient floor covering in a vacant building not within a fire site, such as:

(1) vinyl asbestos floor tile;
(2) sheet vinyl asbestos floor covering; and
(3) bitumen asbestos roofing felt.

Class 3

Storage or sale of asbestos containing material.

Class 4

Manufacturing process involving asbestos.

Class 5

Transport of asbestos containing material.

6 June 1997 Bowen LEUNG Secretary for Planning, Environment and Lands